WESTWOOD 110 GRAM
REINFORCEMENT FLEECE

WECRYL 488 FINISH (OPTIONAL)

WECRYL 230 WATERPROOFING

SEAL CHASE USING PROPRIETARY
SOLVENT FREE MASTIC OR
WECRYL 810 SURFACER

PROPRIETARY FLASHING

WECRYL 230 THIX
WATERPROOFING

WESTWOOD 110 GRAM
REINFORCEMENT FLEECE
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/s
//////,
S
7S
/////////.

/s
‘ /////
//////
A‘\ /////
AL
///

s
/s

XXX XXX

XX

1S

XK
150mm MIN

SRRNXX XXX XNXXXXX

e

X

WECRYL PRIMER
(IF REQUIRED)
REFER TO PROJECT SPECIFICATION

GENERIC SUBSTRATE (PREPARED)

\ \ &
RSB

DO

QURRRRRRXXX

3

REVISION HISTORY

Rev. Details of changes Date

=/

This is a standard generic detail and should be used for reference purposes only, and not form
part of a specification document. All details must be read in conjunction with the written project
specification. Please contact the Technical Department to ensure the specific project details
required are accurate and appropriate.

WestWood Liquid Technologies Ltd.
31 Morris Road,

Nuffield Industrial Estate, Poole
Dorset. BH17 0GG

web: www.westwood-uk.com
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WestWood Liquid Technologies Ltd owns the copyright of this drawing which is supplied in confidence and which must
not be used for any purpose other than that for which it is supplied. It must not be reproduced without permission from
the owners. Copyright : WestWood Liquid Technologies Ltd.
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