aTaTaTava"ava"|

WECRYL 488 FINISH

aTav

ATa ATATATATATATAT AT ATATATATATATAT

WECRYL 230 THIX
WATERPROOFING
WESTWOOD 110 GRAM
REINFORCEMENT FLEECE

aTaTava"s

z
5 =
% £
WECRYL 230 ] g
WATERPROOFING E: o
WESTWOOD 110 GRAM
REINFORCEMENT FLEECE ]
WECRYL 488 TILE EFFECT EE
WECRYL 333 SELF-LEVELLING EE
WECRYL 176 PRIMER EE
GENERIC SUBSTRATE
(PREPARED)
s — REVISION HISTORY e | WestWood Liquid Technologies Ltd. D(rgwgn by Chﬁec/k(ed by Approved by Date
ev. etails of changes ate [ Signe /I/ 31 Morris Road, . ﬁa/maa% W. € hirnell 23/02/23
Nuffield Industrial Estate, Poole PETI
Dorset. BH17 0GG Description:
Q . -
/ I/ WestWood 1 leb: wwu.westwood-uk.com UPSTAND WITH TILE EFFECT DETAIL
phone: +44 800 80 85 480
This is a standard generic detail and should be used for reference purposes only, and not form WestWood Liowd Technologies Lid T ot of this draw o T a T "
part of a specification document. All details must be read in conjunction with the written project estivood Liquid Technologies Ltd owns the copyright of this drawing which is supplied in confidence and which mus! i
specification. Please contact the Technical Department to ensure the specific project details not be used for any purpose other than that for which it is supplied. It must not be reproduced without permission from Drawing No. WW-SD-126-WC Issue Sheet
required are accurate and appropriate. the owners. Copyright : WestWood Liquid Technologies Ltd. A 1 / 1




