
Project: Residential complex in Dortmund- 
 Mengede  
Scope: 11 balconies, total approx. 132 m²
Substrate:  Tiles, screed as well as plastics, 

metal
Date: September 2005 
Installed:   Wecryl waterproofing system

Reference Report

Residential Complex
in Dortmund-Mengede
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WestWood®



Lasting good looks

Eleven balconies refurbished throughout 

The space around the old floor drains that 
had been embedded in concrete was cleared 
down to a depth of approx. 3 cm and then 
permanently waterproofed with Wecryl 
 waterproofing system.

Any differences in height were smoothed out 
with Wecryl 242 Mortar.

The drains were securely and neatly integra-
ted in the waterproofing for the main area. 

Cavities on vertical faces were filled with Bi-
tuperl and smoothed over with a heavy-duty 
coating, approx. 2 cm thick, of Wecryl 242. 

All upstands were permanently and securely 
waterproofed with the fleece-reinforced Wecryl 
waterproofing system.

Even the complex junctions around plastic 
door frames were waterproofed to perfection.

The supports for the balustrades and the 
partition walls at the ends of the building were 
retained.

The cavities at the bases and metal supports 
were also filled with Wecryl 242 Mortar.

Like all the other details and upstands, all 
penetrations are permanently and securely 
waterproofed.

The first development stage involved refurbishing ele-
ven balconies on the third floor of this residential com-
plex. First of all extensive preparations had to be car-
ried out. These included removing the wall cladding as 
well as an old PU coating and, in some areas, the old 
tiles.
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The total area of approx. 132 m² was permanently and 
securely waterproofed with the Wecryl waterproofing 
system, which features fleece reinforcement throug-
hout. For an enhanced appearance the upstands on the 
vertical faces of the building were offset in dark grey. 
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