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WestWood References • Wecryl 420 Rolled Surfacing

Year Location Project name Application Area 
in m²

2013 Erstfeld, CH A2 motorway, km 146.1 Road surface repairs 10

2012 Thun, CH "Titanic" open-air lake-
side stage

Coating of wood, grey 1000

2012 Densbüren, CH Wooden bridge Surfacing of timber decking, black 30

2012 Schönried, CH Hotel Ermitage Hotel approach drive, red surfacing of asphalt 180

2012 Suhr, CH SBB (Swiss Railways) Asphalt surfacing, dark grey 30

2012 Hochdorf, CH Nutritec HGV milk reloading point, light grey surfacing 350

2012 Lenzburg, CH ABB Asphalt surfacing, dark grey 100

2012 Frick, CH Local depot Surfacing of asphalt, black 100

2012 Graz, AT Local roads Bicycle and footpath crossing 250

2012 Lustenau, AT "Blue Square" Public square, surfacing of asphalt, blue 350

2012 Graz, AT Refrigerated warehouse Refurbishment of concrete bays with Wecryl 420 and 288 200

2012 Treffen, AT Double garage Surfacing on concrete slab 80

2012 Birsfelden, CH Delica parking deck Asphalt surfacing, dark grey 100

2011 Zurich, CH Children's hospital Hospital driveway, surfacing of asphalt 300

2011 Coney Island, New 
York, USA

Nursing home Hospital driveway, surfacing of asphalt in black and 
yellow

400

2011 Spreitenbach, CH "Shoppi" Centre Customer entrance, surfacing of asphalt 2500

2011 NYC, USA Parking garage Surfacing of asphalt 2000

2011 Sissach, CH Polycompound Asphalt surfacing, light grey 550

2011 Basel, CH Theatre entrance Asphalt surfacing, mid-grey 600

2011 Voitsberg, AT Double carport Surfacing on concrete slab 60

2011 Edge Water, USA Car park ramp Surfacing of asphalt 300

2010– 
2012

New York, USA Various balconies Some on concrete with primer 1000

2010 New Jersey, USA Parking garage Surfacing of asphalt 3500

2010 Port, CH Multi-purpose hall Asphalt surfacing, light grey 500

2010 Basel, CH Voltaplatz Asphalt surfacing, light grey 450

2009 Kilchberg, CH Lindt & Sprüngli Head office driveway, surfacing of asphalt 400

2008 Hünenberg, CH Local roads Road markings 380

Asphalt surfacing on squares, roads, verges or parking bays is often colour-enhanced. Factors such as design, 
anti-skid properties and abrasion resistance play an important part in this context. Wecryl 420 Rolled Surfacing 
is used as a pigmented wearing layer and applied to pre-treated asphalt substrates. The product features high 
abrasion resistance and excellent non-skid properties and was developed specifically for heavy-duty applica-
tions. 
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